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Chimney Reinforcement Recommendations
for CleanFire Models

Chimney
Guy-Wire
Band Kit
(p/n 778)

Fall Zone
If objects are placed in the fall zone of the chimney, a 
Chimney Guy-Wire Band Kit (p/n 778) or additional bracing 
is recommended.

Chimney
Base
Bracket
(p/n 4519)

Additional bracing may be necessary in 
certain areas such as those subject to severe 
weather, winds, freezing rain, etc. 
Inspect all bracing bi-annually for integrity.

•

•

NOTE

Five or More Sections
When five or more sections of 
chimney are being used, a Chimney 
Base Bracket Kit (p/n 4519) and a 
Chimney Attachment Ring (p/n 774) 
are recommended.

Chimney Attachment Ring (p/n 774) 
Must be located directly below Chimney 
Locking Band to reduce stress on the 
joint.

Two 1" electrical 
conduit sections 
(not supplied)

Two 3/4"electrical 
conduit sections 
(not supplied)

Three or Four Sections
When three or four sections of 
chimney are being used, a Chimney 
Base Bracket Kit (p/n 4519) is 
recommended.

CleanFire 700/900 -
8" Chimney Locking
Band (p/n 10509)
CleanFire 300/500 -
6" Chimney Locking
Band (p/n 6500011)

CleanFire 700/900 - 
8" Chimney Extension (p/n 10508)

CleanFire 300/500 -
6" Chimney Extension (p/n 6500004)


